


- A footing, framing and final inspection are required on all decks. 
- Footing inspections are required PRIOR to the placement of concrete. 
- Framing and final inspections may be combined if all portions of the deck framing and mechanical attachments are at 
least 36" above grade.  
- Inspections are required by law. Failure to received any and all inspections can result in the issuance of violations which 
may lead to legal proceedings. 
- It is the responsibility of the permit hold or the permit holder's representative to notify the City when the stages of 
construction are reached that require an inspection.  
- Inspection Request: 540-853-1142 or roanokeweb.roanokeva.gov/onlinepermitcenter 
- Requests must be called in by 4:00pm for an inspection the following business day. 
- Decks shall not be used or occupied until a final inspection approval is obtained.

GENERAL INSPECTION NOTES:



Approved Material

Plastic Decking



Free-Standing Decks



b



Length to Width Ratio

Complete Your Deck



Joist Hangers

OPTION 1* OPTION 2 OPTION 3



OPTION 1 OPTION 2



Free-Standing Decks

Siding and Flashing

Wood I-Joists

Free-Standing 
Decks





Ledger board fasteners shall be installed using TABLE 4 to determine fastener spacing and installed in
accordance with FIGURE 20. All fasteners shall be installed with washers and must be thoroughly tightened.
Adequacy of connections will be verified by city inspectors.







When Required

Wood-Plastic Composites

Guard Systems





Stair Geometry

Tread & Riser Material



Stair Stringers

Stair Landings



Joist Hangers

Stair Landings



Guard Requirements

     Figure 36a: Drop off and Guard height Requirements



Stair Handrails

CIRCULAR RECESSEDNONCIRCULAR

MOUNTED TO GUARD MOUNTED TO WALL



Stair Lighting

Stair Stringer Footings  




